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Specifically designed for the industrial sector these beacons are ideally suited for use with fixed plant 
equipment, fire and safety alarm systems and control panel alarms. The industrial beacon range is 
available in Xenon, Rotating and Static Flashing models. Voltage options include 115V AC, 230V AC 
and 12/24V DC.

Main Features:

• Dimensions: 153 (d) x 190 (h) mm

• Robust three point fixing

• 115V AC, 230V AC and 12/24V DC versions

• Xenon Models - single/double flash

• Static flashing and rotating models - tungsten 

(115V & 230V) or halogen (12/24V) bulbs

• Available with amber, blue, red or green lenses

• Meets IP56 protection standards.

Tel: +44 (0)121 357 4205 www.lapelec.co.uk

EMERGENCY LIGHTING: BEACONS

Mounting

Part No Voltage Colours Flash Rate  
(Per min)

Three Point Weight KG 
(Approx)

XENON BEACONS
LAP400 115V AC A/B/R/G 125 • 0.80
LAP401 230V AC A/B/R/G 125 • 0.80
LAP402 12/24V A/B/R/G 125 • 0.80
STATIC FLASHING
LAP411 115V AC A/B/R/G 75 • 0.70
LAP412 230V AC A/B/R/G 75 • 0.70
LAP462 12/24V A/B/R/G 75 • 0.70
ROTATING
LAP431 115V AC A/B/R/G 180 • 0.9
LAP432 230V AC A/B/R/G 180 • 0.9
LAP442 12/24V A/B/R/G 180 • 0.9

Colours

INDUSTRIAL BEACONS


