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EMERGENCY LIGHTING: BEACONS The latest addition to our range of LED Beacons, the LFB has four R65 approved  
flash patterns.

15EMERGENCY LIGHTING: BEACONS

LED R65 BEACONS (LFB RANGE)

The LFB Range is the brand new LED Beacon from LAP Electrical, 
featuring a robust polycarbonate fresnel lens and 12 x 3W High  
Performance LEDs.

LFB020 LFB030 LFB040 LFB050 LFB060

Colours

Materials:

• Aluminium Heat Sink
• High performance ABS base
• Polycarbonate lens.

Warranty:

• LAP offer a 24 month guarantee on our 
LED R65 Beacons, subject to the item 
being fitted and used in accordance  
with the correct instructions.

Applications

Part No Voltage Colours Max Current 
Consumption 

12/24V

Flash Rate 
(Per min)

Mounting Weight KG 
(Approx.)

LFB020 10-30V Amber 2.0/1.3A 120 Magnetic 1.4

LFB030 10-30V Amber 2.0/1.3A 120 DIN 0.9

LFB040 10-30V Amber 2.0/1.3A 120 Flexi DIN 1.1

LFB050 10-30V Amber 2.0/1.3A 120 Three Point 0.9

LFB060 10-30V Amber 2.0/1.3A 120 Single Point 0.9
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For further information and order placement please contact our sales team:   
Brendan Priest – 07884 110 580 Brian McCaughey – 07736 328 686
 Sally Nixon – 0121 386 7377 Stewart Dowson – 0121 386 7379  

Gary Richardson (Export) +44 (0)7724 830 184 
Or e-mail us at enquiries@lapelec.co.uk 
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The LFB Range is the Brand New LED Beacon from LAP Electrical. The Dual 
Voltage LFB has four R65 Approved Flash Patterns, Robust Polycarbonate 

Fresnel Lens and 12 x 3W High Performance LEDs.  
Key Specifications 

• Dual Voltage (10-30V DC) 
• 4 x ECE R65 Approved flash patterns (single, double (default), triple, quad)* 
• 120 Flashes per minute with memory function to remember last selected pattern 
• 3-Point and single point models can be linked for synchronised flash 
• EMC approved (ECE R10) 
• Robust design with heavy duty aluminium heat sink and amber polycarbonate lens 
• Sealed for life against dust and moisture ingress 
• Conformal coated PCB with reverse polarity protection 
• Operating temperature -30°c to +50°c 
• 2 Year warranty 

 
*Double flash only on DIN and Flexi-DIN models 

LFB LED BEACONS 
BRAND NEW & R65 APPROVED 
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LFB LED BEACONS 
BRAND NEW & R65 APPROVED 

Main Features
• 4 x ECE R65 Approved flash patterns 

(single, double (default), triple, quad)*

• EMC approved (ECE R10)

• Voltage 10-30Vdc

• 3-Point and single point models can be 

linked for synchronised flash

• Sealed for life against dust and moisture 

ingress

• -30°C to +50°C extreme temperature  

reliability

*Double flash only on DIN and Flexi-DIN models

Source: Ford Europe


